
INSTRUCCIONES DE INSTALACIÓN MEX 70

CARACTERISTICAS  TÉCNICAS
- Alimentación
 12/ 24 V dc.
  Consumo a 12 Vdc 300 mA  y consumo a 24V dc 150mA , una vez activado     
  el cierre.
  Fuerza de cierre ( Holding – Force ), 500 N.

DIAGRAMA DE CONEXIÓN

INSTALACIÓN MEX 70 SOPORTE Z

Para marcos de madera y metal.

INSTALACIÓN MEX 70 SOPORTE U

OPENERS & CLOSERS se reserva el derecho de cambiar y/o modificar las características, especificaciones técnicas y colores de los modelos sin previos viso, con la finalidad de incorporar avances en su diseño y/o tecnología.
OPENERS & CLOSERS excluye toda responsabilidad de los daños y perjuicios de todo tipo que pueda ocasionar el presente documento técnico realizado con fines meramente orientativos.
Se prohibe la reproduccióno traducción, incluso parcial, del presente documento, así como la utilización del sistema de numeración de referencias sin la autorización previa y por escrito de OPENERS & CLOSERS. Octubre  2013.

3,6W

12 V DC (300mA)
24 V DC (150mA)

Total: 0,5 kg

MEX 70
9,6

74

31

24

90

39,5

- Para puertas de cristal sin marco
- 8-15 mm grosor del crista

- Utilize la llave Allen para fijar el soporte 
U en la puerta de cristal.
- Fije la contraplaca al soporte U.
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INSTALLATION INSTRUCTIONS MEX 70

TECHNICAL CHARACTERISTICS
- Power supply
12 /24 Vdc.
Consumption at 12 Vdc 300 mA  and at 24V dc 150mA at , once the lock is 
activated. 
Holding force: 500 N.

WIRING DIAGRAMA

MEX 70 INSTALLATION BRACKET Z

For wooden and metal frames
In-opening door applications

MEX 70 INSTALLATION BRACKET U

OPENERS & CLOSERS reserves the right to change and/or modify features, specifications and colors of the model without prior notice, in order to incorporate advances in design and/or technology.
OPENERS & CLOSERS excludes all liability for damages of any kind that may cause this paper undertaken for guidance only.
Reproduction or translation, even partial, of this document and use the numbering system of references, without the prior written permission of OPENERS&CLOSERS S.L is prohibited. October 2013
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- For frameless glass door
- 8-15mm glass thickness
- Out-opening or in-opening door
 applications

- Use the key Allen to fix the U bracket
 into the glass door
- Fix the counterplate into the U bracket.
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