- (OPENERS.& CLOSERS #E

INSTAI.I.ATION INSTRUCTIONS SERIES OC

WIRE cONNEX|ON ) lNSTALLATiON . _:Zm L L » = Sucurs lockng soluters

TECHN!CAI. CHARACdTERIS;ICS : 5 wires:: T

Power supply: 12V de, +/-10%:. o ean S

Consum;]zgny start 1A, standby O, 1 Blacko GOND B2 _@' red, b!‘}Ck orange, green ond wh:fe_

-Timer: 0, 3, 6, 9 seconds. . : Orange = Gpen o Pl | The red wire is connected fo ?he’

R ; Lo S i Green=NO L

- Round bolt: 12.6mm in stainless steel. o — White ~COM FoEs 39eo % avEe '@' positive pole of power.

DIMENSIONS ' - IR o " The black wire is connected to the negative pole of power. The green and white wire are for -
' i ' o / N o o ~door status signal. The white wire is COM, The green wire is NO. The orange wire is opening

the door contact and can be connected to exit bution with the black wire,
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Rim : For glass doors

Maximum glass thickness: 15,5 mm

OPENERS & CLOSERS seserves the right to change and/or medily factures, specificotions tnd colors of the madel without prior nalice, in order fo Tncarporole advances in design and/of fechaclogy: J-20146116
OPENERS & CLOSERS excludes of bability for damages of ary kind thet may cause this popel undertaken for guidance anly. :
Reproduction or ranslofion, even portial, of this document and use the numbering sysiem of relerences, withoul the prior writen peimission of OFFNERSACLOSERS 5.4 is prohiblled. JANUARY 2074



